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40 CFR Ch. I (7–1–12 Edition) § 63.5820 

(1) For any combination of manual 
resin application, mechanical resin ap-
plication, filament application, or cen-
trifugal casting, you may elect to meet 
the organic HAP emissions limit for 
any one of these application methods 
and use the same resin in all of the 
resin application methods listed in this 
paragraph (d)(1). Table 7 to this sub-
part presents the possible combina-
tions based on a facility selecting the 
application process that results in the 
highest allowable organic HAP content 
resin. If the resin organic HAP content 
is below the applicable value shown in 
Table 7 to this subpart, the resin is in 
compliance. 

(2) You may also use a weighted aver-
age organic HAP content for each ap-
plication method described in para-
graph (d)(1) of this section. Calculate 
the weighted average organic HAP con-
tent monthly. Use Equation 2 in para-
graph (b)(1) of this section except sub-
stitute organic HAP content for or-
ganic HAP emissions factor. You are in 
compliance if the weighted average or-
ganic HAP content based on the last 12 
months of resin use is less than or 
equal to the applicable organic HAP 
contents in Table 7 to this subpart. 

(3) You may simultaneously use the 
averaging provisions in paragraph (b) 
or (c) of this section to demonstrate 
compliance for any operations and/or 
resins you do not include in your com-
pliance demonstrations in paragraphs 
(d)(1) and (2) of this section. However, 
any resins for which you claim compli-
ance under the option in paragraphs 
(d)(1) and (2) of this section may not be 
included in any of the averaging cal-
culations described in paragraph (b) or 
(c) of this section. 

(4) You do not have to keep records of 
resin use for any of the individual res-
ins where you demonstrate compliance 
under the option in paragraph (d)(1) of 
this section unless you elect to include 
that resin in the averaging calcula-
tions described in paragraph (d)(2) of 
this section. 

[70 FR 50125, Aug. 25, 2005] 

§ 63.5820 What are my options for 
meeting the standards for contin-
uous lamination/casting operations? 

You must use one or more of the op-
tions in paragraphs (a) through (d) of 

this section to meet the standards in 
§ 63.5805. Use the calculation procedures 
in §§ 63.5865 through 63.5890. 

(a) Compliant line option. Demonstrate 
that each continuous lamination line 
and each continuous casting line com-
plies with the applicable standard. 

(b) Averaging option. Demonstrate 
that all continuous lamination and 
continuous casting lines combined, 
comply with the applicable standard. 

(c) Add-on control device option. If 
your operation must meet the 58.5 
weight percent organic HAP emissions 
reduction limit in Table 3 to this sub-
part, you have the option of dem-
onstrating that you achieve 95 percent 
reduction of all wet-out area organic 
HAP emissions. 

(d) Combination option. Use any com-
bination of options in paragraphs (a) 
and (b) of this section or, for affected 
sources at existing facilities, any com-
bination of options in paragraphs (a), 
(b), and (c) of this section (in which one 
or more lines meet the standards on 
their own, two or more lines averaged 
together meet the standards, and one 
or more lines have their wet-out areas 
controlled to a level of 95 percent). 

§ 63.5830 What are my options for 
meeting the standards for 
pultrusion operations subject to the 
60 weight percent organic HAP 
emissions reductions requirement? 

You must use one or more of the op-
tions in paragraphs (a) through (e) of 
this section to meet the 60 weight per-
cent organic HAP emissions limit in 
Table 3 to this subpart, as required in 
§ 63.5805. 

(a) Achieve an overall reduction in 
organic HAP emissions of 60 weight 
percent by capturing the organic HAP 
emissions and venting them to a con-
trol device or any combination of con-
trol devices. Conduct capture and de-
struction efficiency testing as specified 
in 63.5850 to this subpart to determine 
the percent organic HAP emissions re-
duction. 

(b) Design, install, and operate wet 
area enclosures and resin drip collec-
tion systems on pultrusion machines 
that meet the criteria in paragraphs 
(b)(1) through (10) of this section. 

(1) The enclosure must cover and en-
close the open resin bath and the form-
ing area in which reinforcements are 
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